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AVENANT D'ATTESTATION D'EXAMEN CE
DE ryPE
Appareil ou systdme de protection destin6 ar etre utilis6
en atmosphb res explosi bles (Di rective 9419/i CE')

Num6ro de I'avenant:
LC|E 02 ATEX 61ls X / 04
Appareil ou systdme de protection :

Transmefieur de pH ou de conductivit6
Type: TB,82...tML82...
Demandeur: ABB, Inc.

DESCRIPTION DE L'AVENANT

- Changement d'adresse : ABB, Inc.
9716 South Virginia Street, Suite E Reno, NV 89521 USA
- Modifications mineures de composants
- Mise d jour des documents , adjonction de capteurs

Les r6sultats des v6rifications et essais figurent dans le
rapport confi dentiel N' 60054758/555247 .

Paramdtres sp6cifiques du ou des modes de protection
concern6(s) :
Inchang6s.

Le marquaqe doit 6tre : Inchang6. Except6 pour
I'adresse.

DOCUMENTS DESCRIPTIFS

Dossier de certification N' M7-TB82ATEX-ER02-002E
r6v. E du 1010112007.
Ce dossier comprend 61 rubriques (145 pages).

CONDITIONS SPECIALES POUB UNE UTILISATION
SURE
Inchang6es. Except6 pour :

Capteurs de pH combin6s- S6rie Advantage, TBX551,
TBX556, TBX557, TBX561, TBX562, TBX564, TBX566 et
TBX567.

Capteurs r6f6rence de pH transistoris6s, T8551, T8556,
T8557, T8561, T8,562, T8564, T8566, T8567, Ap10,
AP20, AP30, 2867,765,766 et767.

Capteurs de compensation thermique externes, TB490 et
TB590.

Capteurs de conductivit6 d quatre 6lectrodes : TB451,
T8452,T8454, T8456, 18,457, T8458, TB459, T8461,
T8463, 18.464, T8465, T8466, T8467, T8468, T8471,
T8475 erTB477.

TB82TE/ML82TE
Capteurs de conductivit6 d deux 6lectrodes :T825,
T8254, T8256, r 826, T 8264, r 827, T828, 20 45, 207 7,
227 8, 2025, 207 I eI 2085.

TB82TC/ML82TC
Capteur toroidale de conductivilf :T8404

SUPPLEMENTARY EC ryPE EXAMINATION
CERTIFICATE
Equipment or protective slrstem intended for use in
potentiaf ly explosive atmospheres (Directive 94l9lEC)

Supplementary certificate number :
LC|E 02 ATEX 6115 X / 04

Equipment or prolective system ;
pH or conductivity transmitter

Type: T882...1ML82...

Applicant: ABB, Inc.

DESCRIPTION OF THE SUPPLEMENTARY
CERTIFICATE
- New company address: ABB, Inc.
9716 South Virginia Street, Suite E Reno, NV 89521 USA
- Minor modifications of components
- Update of documents, adding new sensors

The examination and test resulls are recorded in
confidentiaf report N' 600547 58/555247 .

Specific parameters of the mode(s) of orotection concerned:

Unchanged

The markinq shall be : Unchanged. Excepted for the
address.

DESCRIPTIVE DOCUMENTS

Certification file N" A27-TB82ATEX-ER02-0O2E rev. E dated
10/0112007.
This file includes 61 items (145 pages).

SPECIAL CONDITIONS FOR SAFE USE

Unchanged. Excepted for :
TB82PH/ML82PH
Advantage Series Sensors Combination pH Sensors,
TBX551, TBX556, TBX557, TBX561, TBX562, TBX564,
TBX566 and TBX567.

Solid State Reference Combination pH sensors, TB55.| ,
T8556, T8557, TB56't, T8562, T8564, T8566, T8567,
AP10, AP20, AP30, 2867, 765, 766 and 767.

External Thermocompensator Sensors, T8490 and TB590.

Four-Electrode Conductivity Sensors : TB45'1 ,fB452,
18.454, T8456, T8457, TB458, T8459, TBzt61, T82163,
T8464, TBzt65, T8466, fB.467, T8468, T8471, T8475 and
18'477.

TB82TE/ML82TE
Two Electrode Conductivity Sensors :T825,T8254, T8256,
T 826, T 826 4, T 827, T B,28, 2045, 2077, 227 8, 2025, 207 I
and 2085.

TB82TC/ML82TC
Toroidal Conductivity Sensor : fB404
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AVENANT D'ATTESTATION D'EXAMEN CE
DE TYPE (suite)

Appareil ou systdme de protection destin6 d 6tre utilis6 en
atmosphdres explosibles (Directive 9419/CE)

Num6ro de l 'avenant:
LC|E 02 ATEX 6115 X / 04

EXIGENCES ESSENTIELLES DE SECURITE ET DE
SANTE
Inchan96es.

VERIFICATIONS ET ESSAIS INDIVIDUELS
N6ant.

Fontenay-aux-Roses, le '1 9 f6vrier 2007

SUPPLEMENTARY EC ryPE EXAMINATION
CERTIFICATE (continued)

Equipment or proiective system intended for use in
potentiaf ly explosive atmospheres (Directive 94/9lEC)

Supplementary certificate number :
LC|E 02 ATEX 6115 X / 04

ESSENTIAL HEALTH AND SAFETY REQUIREMENTS

Unchanged.

ROUTINE VERIFICATIONS AND TESTS
None.

Le responsable de certification ATEX

Seul le texte en trangais peut engager la responsabilit6 du LCIE. Ce document ne peul 6tre reproduit que dans son int6gralil6, sans aucune modification.
The LCIE's liability applies only on the French te)d. This document may only be reproduced in its entirety and without any change- 
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